
Carbery Plastics 6000 Litre, 8000 Litre or 10000 
Litre horizonal Liquid Fertiliser Transport Tanks 
are designed specifically for the transport of Liquid 
Fertiliser to refill sprayers while in the field. 
Manufactured from Medium Density Polyethylene 
Carbery’s Transport tanks are ideal for refilling of 
Liquid Fertiliser sprayers while at work. 

Liquid Fertiliser
Transport Tank
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Carbery Liquid Fertiliser Transport Tanks are supplied with:

382mm diameter opening with vented hinge lid 

2" ball valve located at bottom outlet  

Level indicator

Central baffle plates installed to prevent surge when moving 

Integral support legs (welded to the tank) for tie down.

6,000 Litre Tank

Length: 3,500mm

Width:   2,300mm

Height:  1,450mm

Colour:  Black as standard

8,000 Litre Tank

Length: 4,500mm

Width:   2,300mm

Height:  1,450mm

Colour:  Black as standard

10,000 Litre Tank

Length: 5,569mm

Width:   2,300mm

Height:  1,450mm

Colour:  Black as standard

IMPORTANT INFORMATION: 

All images and product specifications shown are for reference only. Consistent with Carbery Plastics Limited’s commitment to
continual improvement, the right is reserved to amend product specifications without notice. Before installing any tank, a Risk
Assessment must be undertaken to confirm product suitability. All electrical connections must only be made by a qualified electrician
and all installations must comply with all prevailing statutory requirements. All Carbery tanks are designed for installation by a
competent, independently accredited, storage tank installer. All stated capacities are nominal at 95% of brimful volume. Published in
Ireland by Carbery Plastics Limited. E&OE. All rights reserved. Copyright, Carbery Plastics Limited 2018.



Carbery Plastics 6000 Litre and 9000 Litre Vertical 
Liquid Fertiliser Tanks are designed specifically for 
the storage of Liquid Fertiliser. 
Manufactured from Medium Density Polyethylene 
Carbery’s tanks are ideal for the storage of Liquid 
Fertiliser.

Liquid Fertiliser
Storage Tank
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Carbery Liquid Fertiliser Storage Tanks are supplied with:

382mm Diameter opening with vented hinge lid

2” ball valve located at bottom outlet

Optional Level Indicator

6,000 Litre Tank

Diameter:       2,100mm

Height:          2,100mm

Colour:          Green as standard

9,000 Litre Tank

Diameter:       2,312mm

Height:          2,509mm

Colour:          Green as standard

IMPORTANT INFORMATION: 

All images and product specifications shown are for reference only. Consistent with Carbery Plastics Limited’s commitment to
continual improvement, the right is reserved to amend product specifications without notice. Before installing any tank, a Risk
Assessment must be undertaken to confirm product suitability. All electrical connections must only be made by a qualified electrician
and all installations must comply with all prevailing statutory requirements. All Carbery tanks are designed for installation by a
competent, independently accredited, storage tank installer. All stated capacities are nominal at 95% of brimful volume. Published in
Ireland by Carbery Plastics Limited. E&OE. All rights reserved. Copyright, Carbery Plastics Limited 2018.


